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ATTESTATION OF CONFORMITY 

 
Issued to: Zhejiang CHINT Convergy Technology Co, Ltd. 
 Room 703, Building 2nd, No.1335 Binan Road, Puyan Subdistrict, Binjiang District, 

Hangzhou City, Zhejiang Province, China 
 
For the product: AC EV Supply Equipment 
 

Trade name:  
 
 
Type/Model: NTW-EC2A*W1-****-*** 
                                   (detail please see model list) 
 
Ratings: See model list 
 
Manufactured by: Zhejiang CHINT Convergy Technology Co, Ltd. 
 Room 703, Building 2nd, No.1335 Binan Road, Puyan Subdistrict, Binjiang District, 

Hangzhou City, Zhejiang Province, China 
 
Requirements: IEC 61851-21-2:2018 
 EN IEC 61851-21-2:2021 
  
This Attestation is granted on account of an examination by DEKRA, the results of which are laid down in a 
confidential file no. 6160741.50+6160741.51 
 
This Attestation implies that the examined types are in accordance with the standards designated under 
the Electromagnetic compatibility directive 2014/30/EU. 
 
The examination has been carried out on one single specimen or several specimens of the product, 
submitted by the manufacturer. The Attestation does not include an assessment of the manufacturer's 
production. Conformity of his production with the specimen tested by DEKRA is not the responsibility of 
DEKRA. 
 
The CE marking may be affixed on the product if all relevant and effective EC directives are complied with. 
 
Arnhem, 28 June 2023  Number: 6160741.01AOC 

A281994
Kreny



 

Page 2 of 2 

 

Annex 
 

Document no. : 6160741.01AOC 
 
Model List 

Mode name NTW-EC2A*W1-****-*** 

First “*” Can be “07”, “11”, “22”, means rated power is 7KW, 11KW, 22KW. 

“11” and “22” only available for three phases model. 

“07” only available for single phase model. 

Second “*” Can be “L” or “T”, means different display panel. 

“L” means LCD screen 

“T” means TFT screen 

Third “*” Can be “B” or “C”, means case B or case C connection. 

Fourth and fifth “**” Can be “00”, “0R”, “B0”, “BR”, “BWS” or “BCS”, means different function: 

“00” means basic function 

“0R” means with RFID function 

“B0” means with Bluetooth function 

“BR” means with RFID and Bluetooth function 

“BWS” means with WIFI and Bluetooth function 

“BCS” means with cellular and Bluetooth function 

Sixth and eighth “***” Can be “000” to “ZZZ” or blank, which is internal code, not related to product 

design. 

 

Rating: 

For single phase model: 

Input: 230 Vac, Single phase, 50 Hz, Max. 32 A 

Output: 230 Vac, Single phase, 50 Hz, Max. 32 A 

For three phases model: 

Input: 400 Vac, three phase, 50 Hz, Max. 16A or 32 A 

Output: 400 Vac, three phase, 50 Hz, Max. 16A or 32 A 
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