
DTSU666/DTSU666-CT Smart Meter  
 

Function 

• Flexible Communication: Equipped with RS485 communication ports (RJ12 and phoenix plug-in choose able). 

Supports standard protocols including Modbus-RTU and DL/T 645-2007. 

• Compact & Modular: Standard DIN35mm rail-mounted installation saves panel space and simplifies wiring. 

• Real-Time Monitoring: Measures three-phase voltage, current, active power, reactive power, frequency, and power 

factor with fast data refresh rates. 

• User-Friendly Operation & Maintenance: High-contrast screen provides clear visibility of all measurement data and 

status indicators. Supports configuration and setting via onboard buttons, simplifying commissioning and maintenance 

without requiring external tools 

Application 
Industrial & Mining, Commercial Buildings, Infrastructure, Energy Management Systems 

Technical parameter 

 

 

 

 

 
 

 
 

Product certification 

 

 
 

              DTSU666（3P4W）           DTSU666（3P3W） 

     Note：Yellow line—phase A/L1; Green line—phase B/L2; Red line—phase C/L3; Black line—N

       DTSU666-CT（3P4W）   DTSU666-CT（3P3W） 

Item DTSU666 DTSU666-CT 

 

Accuracy 

Frequency 0.001Hz 0.001Hz 

Current/power 0.5% 0.2% 

Electric energy Class B Class C 
 
 
Electrical 
parameters 

Nominal voltage 3×220/380V…3×240/415V 3×220/380V…3×240/415V 

Voltage range 0.8Un～1.15Un 0.8Un～1.15Un 

Nominal current 0.4-10(100)A 0.015-1.5(6）A 

Nominal frequency 50Hz/60Hz 50Hz/60Hz 

Communication 

Interface RS485 RS485 

Data refresh rate ≤100ms in certain condition ≤100ms in certain condition 

Protocol Modbus and DL/T 645-2007 Modbus and DL/T 645-2007 

 

Environment 

Working temperature range -40℃～ +70℃ -40℃～ +70℃ 

Relative Humidity 
  

≤ 75％(Annual average) ≤ 75％(Annual average) 

Altitude ≤ 4km ≤ 4km 

 

 

 


	Function
	Application
	Technical parameter

