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AX-5
Auxiliary Contact

1. Scope of Application

2. Model and Meanings

3. Technical data

5. Product assembly and installation 

4. Main Parameters and Technical Performance

AX-5 auxiliary contact is mainly used in the circuit of AC 50/60Hz, rated 
heating current 6A, rated voltage AC 415V or DC 130V; assembled with 
NL1, it is used for distant circuit breaker on/off signal indication.

Conforming standard: GB/T 14048.5 , IEC 60947-5-1, accredited 
through CE certification.

3.1 Rated working current under different rated voltages
AC-12: AC415V/3A, AC240V/6A
DC-12: DC130V/1A, DC48V/2A, DC24V/6A

3.2 Life
The working life of auxiliary contact is not lower than 10,000 operations.

5.1 AX-5 auxiliary contact is a kind of accessories, and can only function after being assembled with the NL1. The assembly and disassembly diagrams 
are shown below.

Design No

Plate

Auxiliary contact

Figure 1 wiring diagram

Figure 2
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4.1Ambient temperature:-35 ºC ~+70 ºC

4.2 The atmosphere condition:≤95%

4.3 Pollution degree: II

4.4 Altitude: ≤2000m
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6. Overall and mounting Dimensions (mm)

7. Ordering information

7.2 Types and names of product, for example， AX-5 auxiliary contact.
7.2 Quantity on order，for example，50u nits.
7.3 Example for ordering: AX-5 auxiliary contact, 50units

5.2 Remove left cover plate of circuit breaker

Figure 3
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OUVT-1 can be assembled with NB1-63  series circuit breaker, with the assembly
diagram shown below: 

After OUVT-1 is assembled with the circuit breaker, mount them on the TH3.5-7.5 steel mounting rail.

OUVT-1 Over/under Voltage Release
1. Major function

To be assembled with circuit breaker to achieve over/under voltage protection. 

2. Technical data 
Rated operation voltage Ue: AC 240V, 50Hz; 
Overvoltage operation setting value Uvo: 280V; 
Rated insulation voltage Ui: 500V;
Tripping characteristics: the release is assembled with NXB-63 series circuit breaker. When  the applied 
voltage is reduced to 35%Ue or increased to 95% ~ 105% of the over-voltage  setting value, the release 
should drive the circuit breaker to act. When the applied  voltage is below 35%Ue or above 105% of the 
over-voltage setting value, the release  should be able to prevent the circuit breaker from closing. When 
the supply voltage is  above 85% Ue and below 95% of over-voltage setting value, the circuit breaker 
should be  able to close normally. The upper limit of the applied voltage should be less than 110%  
over-voltage operation setting value.  
Mechanical and electrical life: the mechanical and electrical life after the release is  assembled with the 
circuit breaker should be ≥ 4000 cycles, of which, 500 cycles for  over-voltage trip and under-voltage 
trip each, and 3000 cycles for the open/close of the  circuit breaker. 

3. Assembly and installation of the product

Figure 1
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    Remove the left cover 
of circuit breaker  
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4. Dimensions and installation sizes
82

±
0.

43
  

45
±

0.
31

49.5±0.31  

Figure 2

18 0
-0.43

76 0
-1.2



398A.2 NB1 SeriesAccessories P-

Function Description(EN) Code

Auxiliary contacts XF9 184994

Alarm auxiliary contacts XF9J 184996

Shunt release  AC/DC12V S9 AC/DC12V 184963

Shunt release  AC/DC24V S9 AC/DC24V 184985

Shunt release  AC/DC48V S9 AC/DC48V 184984

Shunt release  AC230/400V S9 AC230/400V 184986

Under voltage release AC230V V9 AC230V 184974

Over/under voltage release OUVT-1 269898

Function Description(EN) Code

Auxiliary contacts (new structure) AX-1 G 543913

Mechanical Interlock LMI-12 391932

Function Description(EN) Code

Auxiliary contacts AX-5 200998

Accessories for NB1, NBH8, NB1L, NBH8LE, NB310L, NB4LE, NB8-40J, NB8-63, NB8LE-63M

Accessories for DZ158, DZ158LE

Accessories for NL1, NL210


